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CABIN SAFETY TRAINING 

�  Crew Resource Management training 

�  Medical aspects and First aid training 

�  Fire fighting and Smoke handling training 

�  Survival training including wet-drill 

�  Dangerous Goods training 
�  Operator’s Conversion training 

 

Overview 
CAE is one of the largest independent providers of aviation services. The CAE Cabin Safety 
Training department is part of CAE Training and Services, Amsterdam and provides safety 
training for flight and cabin crewmembers. The focus of our training is to adequately train 
crewmembers in accordance with the operator’s requirements and the legal requirements 
and recommendations for the safe operation of the aircraft. 

Training Courses 
Training courses consist of classroom instruction (including power point presentations and 
video presentations) and may include the use of a cabin mock-up, a door trainer, an actual 
fire & smoke trainer and other representative training devices and equipment. Checking is 
included in the program where required. 
The following training courses are available for flight crew and/or cabin crewmembers: 
 
�

�  Initial training 

�  Conversion and Differences training 

�  Initial / Conversion training 

�  Type Conversion training 

�  Recurrent training    

�  Refresher training    

�  Senior Cabin Crewmember training 
 
 

All training courses are in compliance with the requirements and recommendations of: 

�  Civil Aviation Authority Netherlands 

�  European Regulation 

�  International Civil Aviation Organization�
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CABIN SAFETY TRAINING 

 

Course Development 
The CAE Cabin Safety Training department has expertise in designing and developing 
safety training courses. The training course and program is conducted by suitably qualified 
instructors and we ensure the course and program are: 

�  Tailored to the Operation Manual and the client needs 

�  Realistic and representative to the use of the actual aircraft or required equipment 

 

Course Location  
Training can be delivered in-house at client 
location worldwide or at the CAE Cabin Safety 
Training department (which provides all the 
facilities and training equipment required 
for your training) located at: 
 
 

CAE Center Amsterdam B.V. 
Diamantlaan 3 
2132 WV Hoofddorp / The Netherlands 
+31 (0)23 5671 671 
�
 
 
 
 
 
 

To learn more about the CAE Cabin Safety Training, please send an e-mail to: 
 

hanneke.wiegman@cae.com
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CABIN SAFETY TRAINING 

 

Training Devices 
 
 
The following training devices and equipment are available at CAE Training and Services,  
Amsterdam: 
 
 
 
 
 
�  Class rooms 
 
Theoretical instruction shall be conducted in the 
class room. 
 
Class room setting can be provided for: 
 
- 15 trainees with one instructor; or  
- 24 trainees with two instructors. 
 
 
 
 
 
 
 
�  Demonstration equipment 
 
For hands-on training use is made of relevant demonstration material where applicable. 
 
 

- Halon fire extinguisher 
- H2O fire extinguisher 
- Crash axe 
- Fire fighting gloves 
- Protective breathing equipment 
- Oxygen equipment 
- Megaphone 
- Life-vests 
- Survival equipment 
- Emergency locator transmitter 
- Dangerous good kit 
- Spare/infant/extension belts 
- Portable emergency light  
- Flashlight 
- Jet-light 
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CABIN SAFETY TRAINING 

 
 

�  Real Fire Fighting Trainer (RFFT) 
 

Realistic and practical fire fighting and smoke handling training can be conducted in the 
RFFT. 
Real fire and/or simulated smoke can be ignited in the following training elements which are 
characteristic to an aircraft interior: 
 

- Lavatory waste bin 
- Luggage bin 
- Passenger seat 
- Cabin floor 
- Galley oven 
- Waste bin trolley 
- Open fire 

 

An alternative halon extinguishing agent is used  
to extinguish fires. 
Donning and use of PBE is conducted with a  
Dräger PBE training device. 
 
 
 
�  Real Cabin Door Trainer (RCDT) 
 

The RCDT is a realistic Boeing 737-800 model  
which consists of: 
 

- 24 cabin seats 
- Double AFT facing crew seat including 

cabin crew panel 
- Cabin lights and emergency lights 
- Evacuation signal 
- Main entry door 
- Over-wing emergency exit 

 
Actual operation of the Boeing 737-800 doors and exits can be conducted in the RCDT as 
well as CRM and emergency training including crowd control and evacuation techniques. 
 
 

�  Emergency evacuation slide trainer 
 

The Boeing 737-800 single lane slide trainer can be used for  
emergency evacuation slide training. 
 
 
Height: 3.41 meters 
 
Length: 6 meters 
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CABIN SAFETY TRAINING 

 
�  B-767 door trainer 
 
Actual operation of the Boeing 767 entry/service door and slide raft can be conducted in the 
Boeing 767-300 door trainer. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
�  Fokker 50 and cabin mock-up 
 
The Fokker 50 mock-up and cabin mock-up 
can be used for practical training concerning: 
 

- Normal procedures 
- Emergency procedures 
- CRM 
- PA training 
- Security training 

 
 
The Fokker 50 mock-up consists of a 
cabin interior including crew seats, cockpit  
with flight crew seats and a galley. 
 
The cabin mock-up consists of a cabin 
interior, PA system and a galley. 
 
 
 
The cabin mock-up can also be filled with 
smoke to practise the donning and use of  
a Dräger PBE training device in a smoke 
filled environment. 
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CABIN SAFETY TRAINING 

 
 
�  Fokker 50 CST 
 
Practical training pilot incapacitation can be 
conducted in the Fokker 50 CST. 
 
Trainee is familiarized with pilots: 
 

- Seatbelt/harness mechanism 
- Track lock lever 
- Harness lock/unlock 
- Flight crew oxygen system 

 
 
 
 
�  Fokker 100 over-wing hatch 
 
The Fokker 100 over-wing hatch can be used for actual 
operation of all hatches that operates in a similar way 
and has the following weight and dimensions: 
 
 
Weight: 13kg 
Dimensions: 91,5 x 51 cm 
 
 
 
�  Fokker 100 door trainer 
 
The Fokker 100 door trainer is a realistic F-100 model which consists of: 
 

- 4 cabin seats 
- Double AFT facing crew seat  
- Cabin lights and emergency lights 
- Passenger door 
- Galley/service door 
- Over-wing emergency exit 
- Flight deck window 
- Malfunctions panel: 

�  Deformed fuselage 
�  Nose gear collapse 
�  Right or Left gear collapse 
�  Door jam 
�  Passenger oxygen drop 
�  AC power fail 

 
Actual operation of all F-100 doors and exits can be conducted in the door trainer as well as 
malfunctions, CRM and emergency training including crowd control and evacuation 
techniques.
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CABIN SAFETY TRAINING 

 
 
CPR Dummies 
 
Specifically designed dummies are available 
for general first aid training to practice practical 
Cardio Pulmonary Resuscitation (CPR). 
 
 
With regard to the aircraft environment this  
training can be performed in the Fokker 50,  
cabin mock-up or RCDT. 
 
 
 
 
�  3rd party training devices 
 
For training devices not available in the CAE Training Centre we make use of 3rd party 
training devices e.g. 
 
 
For practical wet drill training a nearby  
swimming pool with the sizes of  
25 meters x 12, 5 meters is used with a  
deep and a shallow side.  
At the swimming pool a slide/life raft with  
canopy is available for training. 
 
 
 
 
 
 
A 3rd party Cabin Emergency Simulator (CES) on motion can be used to do an emergency  
exercise (e.g. decompression) including emergency preparation and crowd control in  
wide body environment in combination with evacuation via dual lane slide with following  
dimensions: 
 
Height: 4.50 meters 
Length: 7.80 meters 
 
 
The following 3rd party door trainers are also available: 
 
Boeing 747 
Boeing 777 
Airbus 330 
Fokker 100 
MD-11 


